	machine
	konfigurace
	cena

	Dell PowerEdge 1950
	2x2GHz (quad core), 16GB Ram, 1x73GB 15K SAS
	20000

	
	
	

	FC karta QLA 2460
	
	4000

	
	
	

	zdroj pro x346
	
	1000

	CPU Intel Xeon 3,0GHz
	1MB L2cache, 800Mhz + chladič
	2000

	CPU intel xeon 3200DP
	3,2GHz /2MB L2/800Mhz
	2000

	1GB IBM RAM
	1x1GB PC3-10600 CL9 ECC ddr3-1333MHz pro x3550M2 & x3650M2
	200

	
	
	

	IBM systém x3650
	2x2GHz 5130 (dual core), 10GB ram, 6x146GB 15K sas
	20000

	IBM systém x3650
	2x2GHz 5130 (dual core), 8GB ram, 6x146GB 15K sas
	18000

	IBM systém x3650
	2x2GHz 5130 (dual core), 8GB ram, 6x73GB 15K sas
	18000

	
	
	

	IBM systém x3650
	2x2GHz 5130 (dual core), 8GB ram, 6x73GB 15K sas
	18000

	IBM systém x3650
	2x2GHz 5130 (dual core), 8GB ram, 6x73GB 15K sas
	18000

	IBM systém x3650
	2x2GHz 5130 (dual core), 8GB ram, 6x73GB 15K sas
	18000

	IBM systém x3550
	2x2GHz 5130 (dual core), 4GB Ram, 2x73GB 15K SAS
	10000

	IBM systém x3550
	2x2GHz 5130 (dual core), 2GB Ram, 1x73GB 15K SAS
	7000

	Dell PowerEdge 1950
	2x2,5Ghz(quad), 8GB ram, 2x73GB 15K
	14000

	IBM systém x3650
	2x2GHz 5130 (dual core), 8GB ram, 6x73GB 15K sas
	18000

	IBM systém x3650
	2x2GHz 5130 (dual core), 8GB ram, 6x73GB 15K sas
	18000

	IBM systém x3650
	2x2GHz 5130 (dual core), 8GB ram, 6x73GB 15K sas
	18000

	
	
	

	IBM systém x3650
	2x2GHz 5130 (dual core), 8GB ram, 6x73GB 15K sas
	18000

	IBM systém x3650
	2x2GHz 5130 (dual core), 8GB ram, 6x73GB 15K sas
	18000

	IBM systém x3650
	2x2GHz 5130 (dual core), 10GB ram, 6x146GB 15K sas
	20000

	IBM systém x3650
	2x2GHz 5130 (dual core), 16GB ram, 6x73GB 15K sas
	24000

	IBM systém x3650
	2x2GHz 5130 (dual core), 4GB ram, 6x73GB 15K sas
	14000

	IBM systém x3650
	2x2GHz 5130 (dual core), 10GB ram, 6x146GB 15K sas
	20000

	IBM systém x3650
	2x2GHz 5130 (dual core), 10GB ram, 6x73GB 15K sas
	20000

	IBM systém x3650
	2x2GHz 5130 (dual core), 8GB ram, 6x73GB 15K sas
	18000

	IBM systém x3650
	2x2GHz 5130 (dual core), 16GB ram, 6x73GB 15K sas
	24000

	IBM systém x3650
	2x2GHz 5130 (dual core), 4GB ram, 6x146GB 15K sas
	14000

	Dell PowerEdge 1950
	2x2,5Ghz L5420(quad), 4GB ram, 2x73GB 15K
	11000

	Dell PowerEdge 1950
	2x2,5Ghz L5420(quad), 8GB ram, 2x73GB 15K
	12000

	Dell PowerEdge 1950
	2x2,5Ghz L5420(quad), 4GB ram, 1x73GB 15K
	10000

	Dell PowerEdge 1950
	2x2,5Ghz L5420(quad), 4GB ram, 2x73GB 15K
	11000

	Dell PowerEdge 1950
	2x2,5Ghz L5420(quad), 4GB ram, 2x73GB 15K
	11000

	Dell PowerEdge 1950
	2x2,5Ghz L5420(quad), 4GB ram, 2x73GB 15K
	11000

	Dell PowerEdge 1950
	2x2,5Ghz L5420(quad), 4GB ram, 1x73GB 15K
	10000

	IBM systém x3550
	2x3Ghz x5365(quad), 8GB ram, 2x73GB 15K
	14000

	
	
	

	IBM systém x3550
	2x2GHz 5130 (dual core), 3GB Ram, 2x73GB 15K SAS
	9000

	IBM systém x3550
	2x2GHz e5405 (quad), 8GB Ram, 2x73GB 15K SAS
	15000

	Dell PowerEdge 1950
	2x2,5Ghz L5420(quad), 4GB ram, 2x73GB 15K
	11000

	Dell PowerEdge 1950
	2x2,5Ghz L5420(quad), 4GB ram, 2x73GB 15K
	11000

	Dell PowerEdge 1950
	2x2,5Ghz L5420(quad), 8GB ram, 2x73GB 15K
	12000

	Dell PowerEdge 1950
	2x2,5Ghz L5420(quad), 8GB ram, 1x73GB 15K
	11000

	Dell PowerEdge 1950
	2x2,5Ghz L5420(quad), 4GB ram, 2x73GB 15K
	11000

	Dell PowerEdge 1950
	2x2Ghz e5330(quad), 4GB ram, 1x73GB 15K
	10000

	Dell PowerEdge 1950
	2x2,5Ghz L5420(quad), 4GB ram, 1x73GB 15K
	10000

	Dell PowerEdge 1950
	2x2,5Ghz L5420(quad), 4GB ram, 1x73GB 15K
	10000

	IBM systém x3650
	2x2GHz 5130 (dual core), 8GB ram, 6x73GB 15K sas
	18000

	IBM systém x3650
	2x2GHz 5130 (dual core), 10GB ram, 6x146GB 15K sas
	20000

	IBM systém x3650
	2x2GHz 5130 (dual core), 12GB ram, 6x146GB 15K sas
	22000

	IBM systém x3650
	2x2GHz 5130 (dual core), 12GB ram, 6x73GB 15K sas
	20000

	IBM systém x3650
	2x2GHz e5405 (quad), 16GB ram, 6x73GB 15K sas
	30000

	IBM systém x3650
	2x2GHz e5405 (quad), 16GB ram, 6x146GB 15K sas
	34000

	IBM systém x3650
	2x2GHz 5130 (dual core), 8GB ram, 6x73GB 15K sas
	18000

	IBM systém x3650
	2x2GHz e5405 (quad), 16GB ram, 6x146GB 15K sas
	34000

	IBM systém x3650
	2x2GHz 5130 (dual core), 8GB ram, 6x73GB 15K sas
	18000

	IBM systém x3650
	2x2GHz 5130 (dual core), 12GB ram, 6x146GB 15K sas
	22000

	IBM systém x3650
	2x2GHz 5130 (dual core), 12GB ram, 6x146GB 15K sas
	22000

	IBM systém x3650
	2x2GHz e5405 (quad), 16GB ram, 6x146GB 15K sas
	34000

	IBM systém x3650
	2x2GHz 5130 (dual core), 4GB ram, 6x73GB 15K sas
	13000

	IBM systém x3650
	2x2GHz 5130 (dual core), 8GB ram, 6x73GB 15K sas
	18000

	IBM systém x3650
	2x2GHz 5130 (dual core), 12GB ram, 6x146GB 15K sas
	22000

	IBM systém x3650
	2x2GHz 5130 (dual core), 8GB ram, 6x146GB 15K sas
	20000

	IBM systém x3650
	2x2GHz 5130 (dual core), 12GB ram, 6x146GB 15K sas
	22000

	IBM systém x3650
	2x2GHz 5130 (dual core), 12GB ram, 6x146GB 15K sas
	22000

	IBM systém x3550
	2x2GHz e5405 (quad), 4GB Ram, 2x73GB 15K SAS
	11000

	
	
	

	Dell PowerEdge 1950
	2x2.0Ghz E5405 (quad), 16GB ram, 4x146GB 10K
	26000

	IBM systém x3550
	2x2.0GHz 5130 (dual core), 2GB Ram, 1x73GB 15K
	7000

	IBM systém x3650
	2x2.0GHz 5130 (dual core), 8GB ram, 6x73GB 15K
	18000

	IBM systém x3550
	2x2.0GHz 5130 (dual core), 12GB Ram, 1x73GB 10K
	14000

	IBM systém x3650
	2x2.0GHz E5405 (quad), 16GB ram, 6x146GB 15K
	34000

	IBM systém x3650
	2x2.0GHz E5405 (quad), 24GB ram, 6x146GB 15K
	40000

	IBM systém x3650
	2x2.0GHz 5130 (dual core), 12GB Ram, 6x146GB 15K
	22000

	IBM systém x3650
	2x2.5GHz E5420 (quad), 16GB Ram, 6x73GB 15K
	30000

	IBM systém x3650
	2x2.0GHz E5405 (quad), 16GB ram, 6x73GB 15K
	30000

	IBM systém x3650
	2x2.0GHz E5405 (quad), 8GB ram, 6x146GB 15K
	24000



